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≥ 1 m
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Menu ► System ► Booster Feed ► On
For active antenna:

Recommended antenna setup 
for best performance

Setup

Daisy chaining Operating elements
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On/Off

Setup

XLR-3

6.3 mm

ANALOG AUDIO OUT CH 1 & CH 2 DIGITAL AUDIO OUT WORD CLOCK

AES/EBU XLR-3
BNC

Ethernet Connector

RJ45

e.g. WSM

Remote Network

6.3 mm

Audio Network (EM 6000 DANTE only)

100 - 240 V AC

OR

VOLUME

press HEADPHONE
button (CH 1 & CH 2)
to listen
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ANTENNA A ANTENNA B
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max. 16 EM 6000 max. 8 EM 6000 

Wordclock master

short = On
long  = Off

Headphone 
output

Headphone
volume control

Display

Infra-red 
interface

On/off
CH 2CH 1

Save

Headphones

Escape

Jog dial Sync
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Home screens

Change frequency

Menu

Sync
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LINK SKM 
470.200 MHZ LD
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B/Ch - B1 / 01
AF Out - 0 dB
Wordclock - 48000 Hz
Booster - Off
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IP Mode - Auto
IP Addr - 169.254.180.79
Netmask - 255.255.0.0
Gateway - 0.0.0.0
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Capsule - MME 865
Gain - 0 dB
Low Cut - 60 Hz
Model - SKM A5-A8 US

AES

Frequency
Transmitter
link

Transmitter battery

Estimated 
operating 
time

Radio 
frequency 
level [dBm]

Audio level
[dBfs]

Link
quality 
indicator [%]

Encryption

Command 
mode

Link Density
mode

SELECT

SAVE/ESC

SAVE/ESC

SAVE/ESC

SAVE/ESC

SELECT SELECT

ESC

Low Cut -
Gain -
Frequency 470.200 MHz
Name

SELECT

SELECT

SELECT

SELECT

SELECT

SAVE/ESC

SAVE/ESC

SAVE/ESC

SAVE/ESC

ESC

Low Cut -
Test Tone 
Bank Edit
System              

SELECT

SELECT

SELECT

SELECT

SELECT
ESC

Encryption             On 
Scan & Auto-Setup
Walktest
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Frequency Bank Edit

Scan & Auto-Setup 
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SELECT
ESC

 
Transmission Mode
Wordclock

Transmission Mode 

Frequency

Bank: B1   Channel: 01
470.200 MHz

Frequency

Bank: B2   Channel: 01
470.200 MHz

Frequency

Manual   
471.200 MHz

Manual   
471.200 MHz

Frequency

Bank Edit

Bank: U1   Channel: 00

470.200 MHz

Bank Edit

Bank: U2   Channel: 00

470.200 MHz

Bank Edit

Bank Edit

Bank: U2   Channel: 99

470.200 MHz

Bank: U2   Channel: 99

710.925 MHz

ORSync OK Sync Fail

COM

SK 6000/ 
SK 9000

SK 6212

3-30 cm
1-12"

SKM 6000/ 
SKM 9000

OR

SAVE

SELECT

NEXT

PREVIOUS

ESCAPE

SELECT

SELECT

SELECT

SELECT

SELECT

Frequency
Name
Sync Settings
Encryption
Scan & Auto-Setup
Walktest
AF Output
Test Tone
Bank Edit
System (CH 1 only)

New Scan
Use Old Scan

Device ID
Network
Info

Transmission Mode
Wordclock
Network
Device ID
Dante Settings
Booster Feed
Brightness
Auto Setup
Info
Hardware
Help
TX Update
Reset

Home screen
CH 1 and CH 2

Reset
Factory Reset


